SIEVE ANALYSIS FOR MIXTURE OF
Wisconsin Department of Transportation
FINE AND COARSE AGGREGATES
DT1348     2/2006
	Project Information

     
	Project

     

	
	      H      
	Contract

     
	County

     

	Deposit Identification
	Contractor and/or Producer
	Sample No.

	     
	     
	     
	     

	 FORMCHECKBOX 
 Crushed Stone

 FORMCHECKBOX 
 Crushed Gravel

 FORMCHECKBOX 
 Blend
	 FORMCHECKBOX 
 Base Course

 FORMCHECKBOX 
 Other 

     
	 FORMCHECKBOX 
 3/4 inch

 FORMCHECKBOX 
 1 – 1/4 inches
 FORMCHECKBOX 
 3 inches

 FORMCHECKBOX 
 Open Graded

 FORMCHECKBOX 
 Other      
	Sampled at

     
	Date

     

	
	
	
	Materials Accepted at

     
	Time

     

	MOISTURE CONTENT
	Weight of Total Sample (dry, unwashed)      
Weight of R4.75 mm (No. 4) dry, unwashed       = 0.       (A)

Weight of P4.75 mm (No. 4) dry, unwashed       = 0.       (B)

	Weight of Sample (moist) 

Weight of Sample (dry) 

Moisture Loss

% Moisture
	     
     
     
     
	

	R-4.75 mm (R-4) MATERIAL

     
	P-4.75 mm (P-4) MATERIAL

Wt. =       
(Min. 500 g)
	TOTAL MATERIALS

(% Passing)

     

	Sieve
	Weight

Retained
	%

Retained
	% 

Pass (C)
	Weight

Retained
	%

Retained
	% 

Pass (D)
	4.75 mm

(R-4)

(A)(C)
	4.75 mm

(P-4)

(B)(D)
	Washed Results
	     
	     
	Spec

	75mm

(3”)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	37.5mm

(1-1/2")
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	32.5mm

(1 1/4”)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	25 mm (1")
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	19 mm (3/4")
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	12.5 mm

(1/2”)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	9.5 mm (3/8")
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	4.75 mm (No. 4)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	2 mm (No. 10)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	425 µm (No. 40)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	75 µm (No. 200)
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     
	     

	In pan
	     
	
	
	     
	
	
	
	
	
	
	
	

	R-4.75 mm (R-4) FRACTURE COUNT

Fracture Particles

Questionable Particles

Total particles

% Fracture
	     
     
     
     
	PLASTICITY CHECK

Can 425 µm (P-40) be rolled into 3.2 mm (1/8") thread when moist?

 FORMCHECKBOX 
 Yes
 FORMCHECKBOX 
 No
	Mass/m3
(Weight/c.y.) =      

	NOTE: If test does not meet contract requirement notify Project Engineer and indicate the action taken.

	

	Sampled by

     
	Date

     
	Tested by

     
	Date

     


