NSNSy, NEW LONDON - CLINTONVILLE
GIVENS ROAD TO CHURCH ROAD
US 45, WAUPACA COUNTY
>0 1S PRELIMINARY SEPTEMBER 7, 2023
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PLOT SCALE: 1IN =500 FT

\ : = d g 7 PP ——— STA. 861+00 - STA. 863+23 4" HMA PAVEMENT (TYP.)

o Y g f’j‘ R —— N F : . : STA. 861+27 - STA. 863+37 1.75" UPPER LAYER 4 MT 58-28 S
e 1 ,' - s >, P e s Sttt e e e e STA. 864+82 - STA. 879+56 STA. 864+68 - STA. 866+27 2.25" LOWER LAYER 3 MT 58-28 S
, o =S - AR i _ VARIES 83' TO 648 VARIES 70' TO 212"

30" CLEAR ZONE 30' CLEAR ZONE

4" HMA PAVEMENT
7.5" HMA PAVEMENT 1.75" UPPER LAYER 4 MT 58-28 S
1.75" UPPER LAYER 4 MT 58-28 S 2.25" LOWER LAYER 3 MT 58-28 S

2.25" MIDDLE LAYER 3 MT 58-28 S EXISTING CRUSHED AGGREGATE
PREPARE FOUNDATION FOR ASPHALTIC PAVING 35" LOWER LAYER 3 MT 58-58 S BASE COURSE

- NOTE: PREPARE FOUNDATION FOR ASPHALTIC
= PAVING COVERS AREA UNDER SHOULDERS REMOVE 7.5" EXISTING PAID AS EXCAVATION

COMMON

BASE AGGREGATE DENSE 3/4-INCH (TYP.)
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ELOT SCALE. LIN = 200 FT N FINISHED TYPICAL SECTION (USH 45)




